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Typ Modell Abmessungen (mm) Gewicht Relevante Modelle

Montageadapter

DA-MA2000 Ø144,6 mm x 56,3 mm (L) 
(Ø5,7" x 2,2" (L)

0,22 kg 
(0,49 lb)

DA-AP2000, DC-D2233W, DC-D2233WR,  
DC-D2233WHR, 
TC-D1222WR

DA-MA2100 Ø167,2 mm x 70,2 mm (L) 
(Ø6,59" x 2,77" (L))

0,28 kg 
(0,62 lb)

DC-D1122W, DC-D1122WR, DC-D1123W,
DC-D1123WR, DC-D1123WHR, DC-D1223W, 
DC-D1223WR, DC-D1223WHR, DC-D1223WX, 
DC-D1323WHR, DC-D2212WR, DC-D2233WHX, 
DC-3233X,DC-3233RX, DC-3233WRX, 
DC-3233HRX, DC-Y1513, DC-Y1513W,
DC-Y1514, DC-Y1514W

Wandmontage

DA-WM2050 224,0 mm (L) x 110,5 mm (W) x 78,5 mm (H) 
(8,82" (L) x 4,39" (W) x 3,1" (H))

0,6 kg 
(1,35 lb) DA-MA2000, DA-MA2100

DA-WM2150 148,5 mm (L) x 132 mm (W) x 47 mm (H) 
(5,91" (L) x 5,12" (W) x 1,58" (H))

0,25 kg 
(0,56 lb)

DC-D1111, DC-D1212R, DC-D2212R,
DC-D2233, DC-D2233R, TC-D1222R,
DC-D2212R

DA-WM1400 267 mm (L) x 116 mm (W) x 140 mm (H) 
(10,52" (L) x 4,57" (W) x 5,52" (H))

1,3 kg 
(2,87 lb) DA-BM1100, DA-DH1100

DA-WM1500 300 mm (L) x 80 mm (W) x 133,2 mm (H) 
(11,82" (L) x 3,15" (W) x 5,25" (H))

0,27 kg 
(0,6 lb) DA-BH1100

Deckenmontage

DA-CM1300 390 mm (L) x 148 mm (W) x 116 mm (H) 
(15,36" (L) x 5,82" (W) x 4,57" (H))

0,95 kg 
(2,1 lb) DA-BM1100, DA-DH1100

DA-CM1500 168 mm (L) x 148 mm (W) x 116 mm (H) 
(6,61" (L) x 5,82" (W) x 4,57" (H))

0,56 kg 
(1,25 lb) DA-BM1100, DA-DH1100

DA-CM2050 Ø144,6 mm x 308,1 mm - 518 mm (L) 
(Ø5,7" x 12,13" - 20,4" (L))

0,55 kg 
(1,22 lb) DA-MA2000, DA-MA2100

Mastmontage

DA-LM2000 100 mm (L) x 45 mm (W) x 110 mm (H) 
(3,94" (L) x 1,78" (W) x 4,34" (H))

0,3 kg 
(0,67 lb) DA-WM2050, DC-T Serie, TC-T Serie

DA-LM1100 156 mm (L) x 136 mm (W) x 50 mm (H) 
(6,15" (L) x 5,36" (W) x 1,97" (H))

1 kg 
(2,21 lb) DA-WM1400

Kamerabefestigung


